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“The successful installation of 
the Rosemount magnetic 
flowmeter increased the 
throughput of the paper 
machine and was one of the 
reasons that we could 
increase paper production by 
1.5%”
Christian Trieb
Line Responsible PM4 - 
E - Automation - IT

Figure 3

The graph above shows the situation after the Rosemount magmeter was 
installed. The green signal is the raw signal from the magmeter with 2 seconds 
of damping and the dark red line is the conditioned signal from the control 
system. The light blue line is the output from the controller to the frequency 
drive of the basis weight pump. There is much less variation in the output signal 
providing a much more stable control signal to the basis weight pump.
Figure 4

RESOURCES
Rosemount Flow Advanced Diagnostics
http://www.emersonprocess.com/rosemount/products/flow/advanced_diagnostics.html

Rosemount 8700 Product Data Sheet
http://www.emersonprocess.com/rosemount/document/pds/8700.pdf

This graph shows the improvement in the output 
variation. The green line shows the Rosemount 
magnetic flowmeter with 2 L/s variation, while the 
other manufacturer shows 10 L/s in variation.

“La exitosa instalación del 
caudalímetro magnético Rose-
mount aumentó el rendimiento 
de la máquina de papel y fue 
una de las razones por las que 
se logró un aumento del 1,5% 
en la producción de papel”

En el gráfico superior se puede observar la situación tras la instalación del caudalíme-
tro magnético Rosemount. La señal verde es la señal en bruto del caudalímetro con 2 
segundos de amortiguación y la línea color rojo oscuro representa la señal acondicio-
nada del sistema de control. La línea de color azul claro es la salida del controlador a 
la frecuencia de la bomba de gramaje. Se puede constatar una variación mucho me-
nos importante en la señal de salida, lo que genera una señal de control mucho más 
estable para la bomba de gramaje. Responsable de línea PM4 – E - Automation - IT

Este gráfico muestra la mejora en la variación 
de la salida. La línea verde muestra el cauda-
límetro magnético Rosemount con una varia-
ción de 2 L/s, mientras que el caudalímetro del 
otro fabricante indica una variación de 10 L/s.

Rosemount Flow Advanced Diagnostics
http://www.emersonprocess.com/rosemount/products/flow/advanced_diagnostics.html

Rosemount 8700 Product Data Sheet
http://www.emersonprocess.com/rosemount/document/pds/8700.pdf
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PASTA Y PAPEL

variación en volumen 
aprox. 10 l/seg

variación en volumen 
aprox. 2 l/seg


